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Dimensions

601 PRO XL CONTROLEUR DE SECURITE 
ELECTRIQUE

Specifications
(single and dual lead)  

 0 to 300 V True RMS
Accuracy:  DC - 100 Hz ± 1.5 % of reading ± 1 LSD

Insulation 
Resistance

 0.5 to 400.0 MΩ
Accuracy:  ± 5 % of reading ± 2 LSD

Current 
Consumption

 0 to 15 A ac True RMS
Accuracy:  ± 5 % of reading ± 2 LSD

Mains on 
Applied Part

Applied Voltage:  ≥ 110 % of mains voltage
Accuracy:  ± 2 % of reading ± 6 µA

Supply 
Voltage  90 to 265 Vac, autoswitching

Protective 
Earth 

Resistance

 0.000 to 2.999 Ω

Accuracy:
 ± 5 % of reading ± 4 mΩ (1 A, 10 A, and 25 A test currents) (Refer to 

Operator’s Manual for additional specs qualifying the effects on accuracy 
of variations in load inductance and phase angle.) 

IEC601-1 and 
AAMI 

Leakage 
Currents

 0 to 8000 µA True RMS

Accuracy:

 (per IEC601-1 or AAMI filter)
 - DC - 1 kHz ± 1 % of reading ± 1 µA

 - 1 to 100 kHz ± 2 % of reading ± 1 µA
 - 100 kHz to 1 MHz ± 5 % of reading ± 1 µA

DC-Only Frequency Response:  DC - 5 Hz (approx)

IEC1010-1 
Leakage 
Current

 0 to 16000 µA True RMS (For some leakage tests, displayed range may 
be 0 to 9999 when using IEC1010 test load.) 

Accuracy:

 (per IEC1010-1 figure A.1 filter)
 - DC - 1 kHz ± 2 % of reading ± 2 µA

 - 1 to 100 kHz ± 4 % of reading ± 2 µA
 - 100 kHz to 1 MHz ± 10 % of reading ± 10 µA

DC-Only Frequency Response:  DC - 5 Hz (approx)

ECG 
Simulation and 
Performance 

Testing

ECG Complex:  30, 60, 120, 180, 240 BPM
 

 30, 60 BPM, 63 ms pulse width
600 to 700 µs rise and fall time  

Sine Waves:  10, 40, 50, 60, 100 Hz
Square Wave:  0.125, 2.000 Hz (50 % duty cycle)

Triangle Wave:  2 Hz, 2 mV

Arrhythmia

 Atrial fibrillation
 Atrial flutter

 Atrial tachycardia
 Idioventricular

 PVC1
 R on T

 Run
 Ventricular fibrillation
 Ventricular tachycardia

 ± 2 % of reading for rate or ± 5 % of reading for amplitude, fixed at 1 
mV peak on a Lead II ECG connection (except for triangle wave, which is 

2 mV peak-to-peak)
 16.62 in L x 11.75 in W x 5.56 in H
 (42.2 cm L x 30 cm W x 14.1 cm H )

Weight  17 lb
 (7.7 kg)

http://global.flukebiomedical.com/biomedical/usen/biomedical-test/electrical-safety-analyzers/601-pro-seriesxl.htm?PID=55069
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